1964 ½ -1969 MUSTANG

LeMANS ROLLER LATCH FUEL CAP

INSTALLATION INSTRUCTIONS
STEP 1
Open existing fuel cap and remove 5 screws which attach the fuel filler neck flange to the taillight panel.  

STEP 2 
Remove two hose clamps which secure filler neck to tank neck and remove filler neck from outside the taillight panel.  Be careful not to knock debris into fuel tank!

STEP 3
At this point you must decide what orientation you want for your cap; latch at top, latch at bottom or latch at side positions.  You must index the threaded mounting flange accordingly.  First: Lightly screw cap onto threaded base until contact is made with rubber o-ring.  Second: Observe how the 5 mounting holes in the base match with the five holes in the taillight panel with the cap assembly indexed in the position you want (cap must be popped open to see holes in base).  If not exactly correct, tighten the cap against the o-ring to achieve the proper alignment.  At this point mark or note the hole alignment you need for this proper positioning of cap.

STEP 4
Unscrew and set aside the polished pop-open LeMans cap.  Install cork gasket over  threaded base nipple and insert nipple into opening in taillight panel.  Use new piece of 2” ID fuel hose to connect the fuel tank nipple to the LeMans fuel cap assembly nipple. Secure base to taillight panel with 5 screws in the position you just determined in the previous step.  NOTE: 5 new stainless screws of original size are provided, however many times the screw holes will be stripped or enlarged.  If this is the case, you must use a larger screw or use the 5 machine screws, washers, and nuts provided or other suitable hardware to attach the threaded base.  Make sure the base can be tightened securely to the taillight panel due to the weight of the LeMans cap assembly.  Screw the cap onto the base to the proper position (there should be some pressure against the o-ring) and use a 1/8” allen wrench to tighten the set screw located under the hinge end of the cap.  This set screw will tighten against the threads and hold the position of the cap on the base.

STEP 5
Secure fuel hose with band clamps on tank and cap assembly.

STEP 6
Insert key locking fuel cap by aligning the two metal tabs with the two notches in the base and pushing in on locking cap until it clicks into place.  Removal is by key.

Care of the LeMans Roller Latch Fuel Cap:


The polished cap is made from aluminum and buffed.  It will scratch easily so be careful.  A little soft, non-abrasive polish can be used to restore the shine when necessary.  Also a treatment of a polish with protectant is also beneficial.  An occasional shot of WD40 or other water dispelling lube is beneficial in the hinge pin areas.
We hope you enjoy the product.  If you need assistance please contact us by phone at 423-663-9816 or by email at info@mustalgia.com.  Many Thanks for you purchase of this product.
